
GROUP 13 13 01 96 Woodcliff Lake, NJ Feb.1996
Fuel System Product Engineering

SUBJECT: Fuel Tank Vent Valve Noise

MODELS: E36 with M52 Engine

Situation: A clicking / tapping noise may be heard coming from the engine compartment which may
also be described as a hydraulic valve lifter noise.

Cause: The fuel tank vent valve (TEV) located on the left front strut tower in the engine
compartment, is transmitting normal operating noise through the body to the vehicles
passenger compartment via the plastic mounting bracket and possibly the hose and tube
routing to the bottom of the valve.

Correction: If the above complaint is received the following repair should be performed to isolate the
fuel tank vent valve noise:

Remove the mounting bolt and fuel tank vent valve.

Install a rubber mount (1) (part number
13 71 1 259 818) in the upper threaded hole of the
fuel tank vent valve mounting bracket.

Reinstall the fuel tank vent valve with plastic mounting
bracket on the rubber mount stud and secure using an
M6 lock nut (2).

Note:
When securing the fuel tank vent valve to the rubber mount, the valve must  be positioned
with the electrical connector at the top and the hose / tube connections at the bottom of the
valve shown in a the illustrations above.  Assure that the hose and tube do not contact the
body in the area of the mounting bracket for the ABS hydraulic unit when the installation is
complete.
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Parts Information: Part Number QTY Description
13 71 1 259 818 1 Rubber Mount

Warranty Information: Covered under the terms of the BMW New Car Limited Warranty.

Defect Code: 13 90 01 39 00

Labor Operation: 13 99 000

Labor Allowance: 3 FRU

SI  Fuel Tank Vent Valve Noise (Advanced Information) BMW AG - TIS 03.12.2004  15:34
Issue status (10/2001) Valid only until next CD is issued Copyright Page  - 2 -


